
Major Dimensions

 X           Y
 (inch)

1"           Pipe 
1-1/4"     Pipe 
1-1/2"     Pipe 
2"           Pipe

   (mm)
25 mm   Pipe 
32 mm   Pipe
40 mm   Pipe
50 mm   Pipe 

1.70
1.89
2.02
2.25

43.2
48.0
51.3
57.2

3.21
3.43
3.56
3.75

81.5
87.1
90.4
95.3

ALSO AVAILABLE WITH DOUBLE SPRINGS 
FOR PRESSURES FROM 60 TO 150 PSI 

(4.1 TO 10.3 BAR)

SELECT 
NOZZLE TIP
AS REQUIRED

X Y

45°

CROSS SECTION OF PIPE 

DRILL HOLE IN PIPE

SPRING:
SINGLE SHOWN

O-RING BODY CAP TIP

UNI-SPRAY "MARK I"  
ADJUSTABLE NOZZLE ASSEMBLY

Features:

• inexpensive;  
• corrosion resistant;  
• impervious to most chemicals;  
• good heat resistance;  
• injection molded from custom blended polypropylene;  
• standard with Single Spring Clamp;  
• optional Double Spring Clamps for pressures over 60 psi (4.0 bar);  
• resists clogging;  
• directional adjustment of nozzle tip anywhere within 45°;  
• tips available in Full Cone, Hollow Cone or Flat Spray con�gurations;  
• tips available with threaded ball Connection in 1/8, 1/4, 3/8 and 1/2 inch NPT or BSP threads;  
• nozzle bodies available in three spigot sizes to �t either 21/32", 9/16" or 19mm  diameter holes on the riser.

UNI-SPRAY SYSTEMS INC.



STM
Line



DK Green
Black
Blue

Orange
Red
Blue

Turquoise
Yellow
Pink

Blue
Beige
Blue

Beige
Blue

Beige
Blue

Beige

UNI 29 HC
UNI 50 HC
UNI 08 HC
UNI 20 HC
UNI 25 HC
UNI 35 HC
UNI 16 FC
UNI 17 FC
UNI 52 FC

UNI 1/8 NPT
UNI 1/8 BSPT
UNI 1/4 NPT
UNI 1/4 BSPT
UNI 3/8 NPT
UNI 3/8 BSPT
UNI 1/2 NPT
UNI 1/2 BSPT

3/8 NPT Female Threaded Connection
3/8 BSPT Female Threaded Connection
1/2 NPT Female Threaded Connection

1/2 BSPT Female Threaded Connection

1/4 NPT Female Threaded Connection
1/4 BSPT Female Threaded Connection

1/8 BSPT Female Threaded Connection
1/8 NPT Female Threaded Connection

Full Cone
Full Cone

Hollow Cone
Hollow Cone
Hollow Cone

Full Cone

Custom nozzle designs are available upon request!
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HOLLOW CONE/ FULL CONE NOZZLE TIP SELECTION DATA

046

Item
 No.

 Nozzle Tip
Part Number

   Tip
Colour  5     10     15      20     30      35     40      60  

Capacity (US) GPM at PSI
10 psi  20 psi  30 psi

Spray angle

Hollow Cone
Hollow Cone
Hollow Cone

50° 50° 50°
50° 50° 50°

50°50°50°3.52.3 4.4
2.3
2.01.4

1.5

2.4
2.6

5.65.1 6.4 7.2 8.0

3.1
3.53.1

2.8
3.8
3.4

4.0
3.6

4.3
3.8

THREADED BALL SELECTION DATA

Uni-Spray also carries a
large line of threaded
nozzles for every
application.  Materials
ranging from PVC to
stainless steel are 
available in many 
thread sizes.  Please 
call to discuss a nozzle 
for your specific application.
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